SF28 DMX Pixel Chasing RGBW Silicone LED Linear Flex

SF28-24V-5050-72-DMX4-RGBW

Specification

Technical Parameters
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Class 3 K10 UV Resistant - owing | | FlameResistant
Class 3 LM-80 IK10 UV resistant Anti-Yellowing  Flame Resistant
& ¢ c € RoHS @
‘‘‘‘‘‘‘‘‘‘‘‘‘‘‘ Solvents Resist. Dirt Resistant 5 years warranty
Saltwater Resistant Solvents Resistant  Dirt Resistant CE RoHS

Warranty

Electrical

Input Voltage
Power Consumption

Physical

LED Count

Cutting Unit

Cutting Unit Length
Minimum Bend Diameter

LED Light

Color

Working Mode

Pixels Quantity

IC Chips

Max Run Length*
Single Feed
Double Feed

Beam Angle

Lumen Maintenance

24V DC ‘ Red 60Im/m
20 W/m
. Green 168m/m

72LEDs/m ‘ Blue 31im/m
6 LEDs
83.33mm RGBW(White) 445m/m
250mm(Horizontal)/150mm(Vertical) 2700K 160Im/m
SMD LED 5050 3000K 211Im/m
RGBW/(2700K/3000K/4000K/5000K)
DMX(RS485) 4000K 186Im/m
12 Pixels/m 5000K 187Im/m
UCS512H4L

Temperature Ranges
_— Installation 0°C to 50°C
14M Operating -40°C to 55°C
120° Dependability

Warrant 5 Years Warrant
70,000 Hours L70 @ 25°C Y Y
50,000 Hours L70 @ 50°C IP Rating IP68 Wet location submersible <2m
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Connection

SF28 DMX Pixel Chasing RGBW Silicone LED Linear Flex

Stand Alone
Controller

Madrix/ LED Player

or
CAT5

S -
LED Driver
.| -y
Sub Controller .;
[
Ethernet Switch
LED Driver Middle Power
Connector
Cable length
<100m
CAT5/STP LED Driver
Cse—— _—
y N
DMX Signal Amplifier l T
I——
Total length with light and cable can be up to 100m, amplifier
provided if more distance needed.
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SF28 Configuration and Accessories

Mold injection Connector (IP68 Factory Assembly Only)

Direct Entry Connector n —{ f=—3.00

MJ-SF28-D5-D02SM —»{9.00}=—

MJ-SF28-D5-DO3SFM o | ]
2@ 1,
A 1650 - N,

8.00

Side Entry Connector

MJ-SF28-D5-S025M ¢ 800+ § +20.00—~
o

MJ-SF28-D5-S03SFM ; g
T —{9.00[=— T

Bottom Entry Connector

y~] 1650 |- 3 13.00 f=-
L

MJ-SF28-D5-B02SM 8 8
MJ-SF28-D5-B03SFM td : 2
LR L
T
End Cap 4 1650 |=- 3.00—
8‘ ’J
®
T
10.00
Jumper
MJ-SF28-D5-D-JC — l=3.00
—»9.00}=—
-
8.00
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SF28 Configuration and Accessories

Male Connector

M12-M-5C-18AWG+24AWG-D6-W-0327-S

=

Female Connector

M12-F-5C-18AWG+24AWG-D6-W-0327-S

=

Front Signal & Power Connector
FR-CNR-DMX-2T1

e 54.68 >
—~f10.684

:H ©
&

i
e 50.80 - F

AT 115

166

Middle Power Connector (1 to 2)
MID-CNR-512C3-1T2

116

115

Middle Power Connector (2 to 2)

167

MID-CNR-512C3-2T2 T s
=[O O] M1 ]Y-
443 r T
=
S e = 11&

115 ' |

220

56

167
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SF28 Configuration and Accessories

Middle Signal Connector
MID-SIG-CNR-512C3-1T2

Positive disconnected
Yellow Wire--DMX+
White Wire--GND
Blue Wire--DMX-

Green Wire--Address

, 443 ,
45 116
B N I 11 Bw
- el =
- + + ns 4
220 56 167

Positive Disconnected Connector Cable
M12-EXT-SIG-5C-20AWG-D6-W-015

:t| 1 0.6?‘_

¥

©
[}
s
T 50.80 e 54.68 r

: 150.00 '

Male Connector End Cap
SYZ-EC-M12-M

Female Connector End Cap
SYZ-EC-M12-F-5C

—>{9.40}<-
Q
= 3
T
24.70

=
=
—
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=
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LED Linear Flex Mounting Channel

1.Alumimum Flexible Channel

/

~

B

ALGC28S01FLX
/

Dimension
16.30

22.30 E

Unit:mm 22.00 |

Installation Way

»

Surface Mounted

1000.00

Model W x H(mm) Standard Length Suitable Product
ALC28S01FLX-10 1000mm SF28
22.00"22.30
ALC28S01FLX-20 2000mm SE28
4 N Dimension Installation Way
1630
! i i i i 35.60 i
i ! 5 ! ! i Unit:mm Surface Mounted
;\J{ |
2200

ALC28HO1FLX

/

1000.00

Model W x H(mm) Standard Length Suitable Product
ALC28HO1FLX-10 1000mm SF28
22.00"35.60
ALC28HO1FLX-20 2000mm SE28
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LED Linear Flex Mounting Channel

2.Stainless Steel Flexible Channel

-

~

21.80

Dimension

—

Unit:mm

Installation Way

L

Surface Mounted

Model W x H(mm) Standard Length Material Suitable Product
SSC16FLX01 100mm Stai”;SgLStee' SF28
SSC16FLX03 300mm Stainless Steel SF28

18.00*21.80 _S16L
SSC16FLX05 500mm StalnéisgLSteel SF28
SSC16FLX10 1000mm Stainioss Sted SF28
Lighting Email: info@olympialed.com
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LED Linear Flex Mounting Channel

3.In-ground Mounting Channel

Dimension

Ve \ 15.92

GJJ-JCJ-001

47.40

Unit:mm J
Y

18.05

18.87

—_ | —
fe——] 8
SSC28FLX 20.63 g+ Ik
/ / «)T' 23.81
\_ SJJ-8D-001 SJJ-3D-002” SJJ-3D-003 ) 2381
Installation Way 19 %
PVC Protection Cover E l o
SJJ-JCJ-044 > arao | 1N/
14 89
L1925 X
| 19.58
Silicone Diffuser S :
Reccessed GJJ-JCJ-001 El g Diret Entry Bottom Entry
(In-ground) Faso Front Cap End Gap Front Cap
SJJ-3D-001 SJJ-3D-002 SJJ-3D-003

5
063 b= e {1925 e

—rio—s |
P

Model W x H(mm) Standard Length Material Acessories
SSC28FLX10 20.63*47.40 1000mm Sta‘”éﬁsgftee' Stainless Steel Channel
SJJ-JCJ-044 19.25"9.25 / PVC PVC Protection Cover
GJJ-JCJ-001 19.25"9.25 / Silicone Silicone Diffuser
SJJ-3D-001 23.81*47.40 13.00mm Nylon Direct Entry Front Cap
SJJ-3D-001 23.81*47.40 13.00mm Nylon End Cap
SJJ-3D-001 23.81*47.40 13.00mm Nylon Bottom Entry Front Cap
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Product Packing Details

—
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Custom : Carton (White Box+Plastic Plate Inside)

—
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Packing 1 Packing 2
Product Packing1 | Quantity : Gross Packing 2 | Quantity . Gross
Max. Length | (Plate) | S S12€ | \weight | Max. Length | (Plate) | “2O7 5128 | weight
1 41%41 2.5k 1 T+4 .0k
F15/SF15 5m +41x5em okg 10m Sr48+bem | 50kg
4 41%41%19cm 10.6kg 5 57x48+«19cm 25.0kg
165 o 1 41+41+5cm | 2.5kg o 1 63+53+6cm | 5.0kg
4 41+41+19cm 10.0kg 3 63+53*16cm 15.0kg
1 41+41+5cm 2.5kg 1 63*53*6cm 5.0kg
SF17 5m 10m
4 |41+41+19cm| 10.6kg 3 |63+53+16cm|  150kg
SF18 5m 1 41+41x5cm 2.5kg 10m 1 63*53*6cm 5.0kg
4 |41+41+19cm|  10.6kg 3 |63+53+16cm|  15.0kg
F21/SE21 5m 1 41+41x5cm 3.1kg 10m 1 63*53*6cm 6.2kg
4 41+41+19cm 13.0kg 3 63+53*16cm 18.6kg
1 41+41x5 2.6k 1 57+48+6 5.0k
SPO1 10m cm g 20m cn g
4 41+41*19cm 11.0kg 5 57*48+«19cm 25.0kg
1 41x41*5 2.4k 1 57486 3.6k
SP05 10m arocm 9 20m eroem 9
4 41+41%19cm 9.6kg 5 57x48+«19cm 18.0kg
1 41%41+5 2.0k 1 57486 4.0k
SFO5 10m aoroem 9 20m oo 9
4 41%41x19cm 8.0kg 5 57x48+«19cm 20.0kg
SFO6 7m 1 41+41*5cm 2.3kg 14m 1 57*48+6cm 4.4kg
4 41+41+19cm 9.2kg 5 57%48x19cm 22.0kg
SFos 7m 1 41+41x5cm 2.3kg 14m 1 57x48+6cm 4.4kg
4 41%41x19cm 9.2kg 5 57x48+19cm 22.0kg
SFO9 9m 1 41+41x5cm 2.0kg 18m 1 57x48+6cm 3.9kg
4 41+41+19cm 8.0kg 5 57*48+«19cm 19.5kg
SF10 5m 1 41+41+5cm 2.3kg 10m 1 57x48+6cm 4.2kg
4 41+41*19cm 9.2kg 5 57*48+«19cm 21.0kg
1 T*48% 2.3k 1 *53% 4.2k
SFo4 5m 57*48+6cm 3kg 10m 63x53*6cm g
4 57x48+«19cm 9.2kg 5 63+53*16cm 21.0kg
1 7+4 4.5k 1 7 ki
SFo8 7m 57*48+6cm 5kg 14m 85+73x6cm 9kg
3 57x48+«19cm 12kg 2 85x73*11cm 17kg
1 85*73%6 12.8k
SF31 8.5m “roroem 9
2 85+73x11cm 24.4kg
1 63*53+6 3.4k 1 85+73*6 11.5k
SF33 3m “oorocm g 10m “forocm d
3 63*53*16cm 10.2kg 2 85+73*11cm 23.0kg
1 63*53%6 3.2k 1 85%73*6 11.0k
SF34 3m —ooroem g 10m “oroem 9
3 63*53*16cm 9.6kg 2 85+73*11cm 22.0kg
1 85*73*6cm 11.9kg
SFal 8.5m 2 85+73+11cm|  22.7kg
Lighting - )
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