SP05 Tunable White Color Silicone LED Strip Light

SP05-24V-2835-120-DW
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Input Voltage 24V DC
Power Consumption 12W/m ‘ 2200K+5700K
Physical ' 2700K+5700K
LED Count 120 LEDs/m
Cutting Unit 12 LEDs ‘ B000K+5700K
Cutting Unit Length 100 mm
Minimum Bend Diameter  50mm
Output
LED Light Epistar SMD LED 2835
CRI >80, >90
Max Run Length*
Single Feed 8M
Double Feed 16 M
Beam Angle 210°
Lumen Maintenance 70,000 Hours L70 @ 25°C
50,000 Hours L70 @ 50°C
Temperature Ranges
Installation 0°C to 50°C
Operating -40°C to 55°C
Dependability
Warranty 5 Years Warranty
IP Rating IP67
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SP05 Configuration and Accessories

Mold injection Connector (IP67 Factory Assembly Only)

Direct Entry Connector
MJ-SP05-DW-D01/02/03  §.I=—18:00—*1

¥
MJ-SP05-DW-D01SM 3 C)
MJ-SP05-DW-D0O2SF %
MJ-SP05-DW-DO3SFM
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Jumper
MJ-SP05-DW-D-JC
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DIY Connector (IP65 Rating Protection)

DIY Front Connector plug
DIY-S-FR-SP05-D
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DIY End Cap plug
DIY-S-END-SP05
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SP05 Configuration and Accessories

DIY Connective Cable
S-3C-20AWG-D6-UL-06
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Double Coated Tissue Tape
3M-4229

3m/rolls

Width:12mm
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Waterproof Interrupter

600mm

Male Connector

M12-M-3C-20AWG-D6-W-0327-S
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Female Connector

M12-F-3C-20AWG-D6-W-0327-S

—~110.684

=

—{14.96

e 50.80

Email:/info@olympialed.com
Http://www.olympialed.com



SP05 Configuration and Accessories

Male Connector End Cap
SYZ-EC-M12-M

Female Connector End Cap
SYZ-EC-M12-F-3C
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SP05 Configuration and Accessories

Plastic Mounting Channel

Installation Way
Dimension
10.68 _E
8.2{@ 1) L)
, fe—
Unit:mm 14.41 Surface Mounted

,O’m.oo M'OO‘O\
1000.0

Model W x H(mm) Standard Length Screw Holes Holes Numbers Suitable Product

14.41*8.20
PCSP05S01-100 1000mm ®3.0mm 2 SPO5
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Product Packing Detalls

Standard : Carton (White Carton+Paper Reel Inside)

Product Max.length/Reel Carton Size Net Weight Gross Weight
F15/SF15 30m 35%35+19cm 12.0kg 13.6kg
F16/SF16 28m 35%35+19cm 12.9kg 14.5kg

SF17 28m 35%35+19cm 12.9kg 14.5kg
SF18 28m 35%35+19cm 12.9kg 14.5kg
F21/SF21 20m 35%35%19cm 10.4kg 12.0kg
SF10 35m 35%35+19cm 11.2kg 12.8kg
SF09 45m 35%35*19cm 7.7kg 9.3kg
SF08 60m 35*35%19cm 14.4kg 16.0kg
SF06 60m 35*35%19cm 14.4kg 16.0kg

Standard : Carton (White Carton+ Roll up packing Inside)

-

Product Coiling Max. length Quantity (Roll) Carton Size Net Weight Gross Weight
SPO1 10m 10 35%35*19cm 20.0kg 21.6kg
SPO5 11m 10 35+35*19cm 19.8kg 21.4kg
SFO5 11m 10 35+35+19cm 18.0kg 19.6kg
SF06 8m 14 35+35*19cm 26.8kg 28.4kg
SFO8 8m 14 35+35*19cm 26.8kg 28.4kg
SF09 8m 10 35+35+19cm 14.4kg 16.0kg
SF10 6m 11 35+35*19cm 21.2kg 22.8kg

F15/SF15 6m 7 35+35+19cm 16.8kg 18.4kg
F16/SF16 4.5m 9 35%35+19cm 18.7kg 20.3kg
SF17 4.5m 9 35+35*19cm 18.7kg 20.3kg
SF18 4.5m 9 35+35*19cm 18.7kg 20.3kg
F21/SF21 4.5m 9 35*35+19cm 21.0kg 22.6kg
SF24 13m 2 41+41*19cm 15.6kg 17.5kg
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Product Packing Details

Custom : Carton (White Box+Plastic Plate Inside)

Packing 1 Packing 2

Product Packing 1 Quantity C . Gross Packing 2 Quantity . Gross
Max. Length| (Plate) | €™M SZ€ | \weight | Max. Length| (Plate) | C3TONSIZ€ | \yeight

FI5/SF1S om 411 44111411:1592% 12(5?6k|?g 10m é 5571148i169cgr:w 25590ksg
F16/SF16 om 411 4411141?1592% 12 G?Okl?g 10m é 6633:;533;166?71 15590kl?g
SF17 Sm 411 4411:;1411:1590521 12(5?6kl?g 10m é 66332533166?; 15590kl?g
SF18 Sm 411 44111411*15902;1 fd?ekfg 10m é 663i;53i166C£?n 155(.)0kl?g
F21/5F21 5m 411 4411*1411:159Ccnr:1 13 é.lokfg 10m é 663i253%*166cgpn 16é.26kl?g
SPol 10m i 44111411:159(::% 12 iéokl?g 20m é 5571148%169(:?71 255901%
SPOS 10m 411 4411*141%159%21 S:gtg 20m é 5571;48i169C::n 13 EfOklgg
SFO5 10m 411 44111411*159(::;1 518@ 20m é 5571148i169c£21 2%90?9
/06| m PV e B s B0
SFo8 m 411 44119;411:159‘:; éﬁgtg 14m é 5571148%«169C£w 24 2'.40kkgg
SF09 om 111 4411:4411:159Ccr21 é:gtg 18m é 5571;48i169C$1 13 é?SkI?g
SF10 Sm 411 44111411*159‘:;& S:gtg 10m é 5571148i169C$w ; i.ZOkI?g
24| R e o s [enaea Ziong
SF33 3m é 6633**5533**166021 13(.)%2kl?g 10m ; 88537;*161?1 gigtg
SF34 3m :1% 663?:;53%:166?;1 31?&3 10m é 885%&;73?;*16;21 gigtg
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